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Radiotelephone Service (see §22.917, in-
stead).

(a) Out of band emissions. The power
of any emission outside of the author-
ized operating frequency ranges must
be attenuated below the transmitting
power (P) by a factor of at least 43 + 10
log (P) dB.

(b) Measurement procedure. Compli-
ance with these rules is based on the
use of measurement instrumentation
employing a resolution bandwidth of 30
kHz or more. In the 60 kHz bands im-
mediately outside and adjacent to the
authorized frequency range or channel,
a resolution bandwidth of at least one
percent of the emission bandwidth of
the fundamental emission of the trans-
mitter may be employed. A narrower
resolution bandwidth is permitted in
all cases to improve measurement ac-
curacy provided the measured power is
integrated over the full required meas-
urement bandwidth (i.e., 30 kHz or 1
percent of emission bandwidth, as spec-
ified). The emission bandwidth is de-
fined as the width of the signal be-
tween two points, one below the carrier
center frequency and one above the
carrier center frequency, outside of
which all emissions are attenuated at
least 26 dB below the transmitter
power.

(c) Alternative out of band emission
limit. Licensees in the Public Mobile
Services may establish an alternative
out of band emission limit to be used
at specified frequencies (band edges) in
specified geographical areas, in lieu of
that set forth in this section, pursuant
to a private contractual arrangement
of all affected licensees and applicants.
In this event, each party to such con-
tract shall maintain a copy of the con-
tract in their station files and disclose
it to prospective assignees or trans-
ferees and, upon request, to the FCC.

(d) Interference caused by out of band
emissions. If any emission from a trans-
mitter operating in any of the Public
Mobile Services results in interference
to users of another radio service, the
FCC may require a greater attenuation
of that emission than specified in this
section.

[70 FR 19308, Apr. 13, 2005]
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§22.371

§22.365 Antenna structures; air navi-
gation safety.

Licensees that own their antenna
structures must not allow these an-
tenna structures to become a hazard to
air navigation. In general, antenna
structure owners are responsible for
registering antenna structures with
the FCC if required by part 17 of this
chapter, and for installing and main-
taining any required marking and
lighting. However, in the event of de-
fault of this responsibility by an an-
tenna structure owner, each FCC per-
mittee or licensee authorized to use an
affected antenna structure will be held
responsible by the FCC for ensuring
that the antenna structure continues
to meet the requirements of part 17 of
this chapter. See §17.6 of this chapter.

(a) Marking and lighting. Antenna
structures must be marked, lighted and
maintained in accordance with Part 17
of this chapter and all applicable rules
and requirements of the Federal Avia-
tion Administration.

(b) Maintenance contracts. Antenna
structure owners (or licensees and per-
mittees, in the event of default by an
antenna structure owner) may enter
into contracts with other entities to
monitor and carry out necessary main-
tenance of antenna structures. An-
tenna structure owners (or licensees
and permittees, in the event of default
by an antenna structure owner) that
make such contractual arrangements
continue to be responsible for the
maintenance of antenna structures in
regard to air navigation safety.

[61 FR 4365, Feb. 6, 1996]

§22.371 Disturbance of AM broadcast
station antenna patterns.

Public Mobile Service licensees that
construct or modify towers in the im-
mediate vicinity of AM broadcast sta-
tions are responsible for measures nec-
essary to correct disturbance of the
AM station antenna pattern which
causes operation outside of the radi-
ation parameters specified by the FCC
for the AM station, if the disturbance
occurred as a result of such construc-
tion or modification.

(a) Non-directional AM stations. If
tower construction or modification is
planned within 1 kilometer (0.6 mile) of
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